11 IFREESTANDING CABINETS
" W VPR STANDARD CABINETS

VP Series create ready to use cabinets with all necessary
elements to ensure safe work of telecom and LAN active
equipment installed inside. Load capacity up to 600kg combined
with its depth options make it an ideal enclosure for even
the largest equipment. The enclosure dedicated for 19°/21” rack
mount equipment can be easily configured by adding
comprehensive range of additional accessories.
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1[0 FREESTANDING CABINETS

VPR STANDARD CABINETS

Technical characteristics

| ——————————————
Construction: dismountable frame
Material: steel
Treatment: zinc coated, powder coated
Colour: RAL 7024
RAL 7035
Glass: toughened glass
Lock: three point locking system
i} Standard configuration
Frame: dismountable frame
Front door: glass door / steel door
Rear wall: shortened full steel wall
with cable entry
Side walls: full / perforated steel walls
Bottom: bottom plate with cable entry
levelling feet
Roof: prepared for installation of fans
_ with cable entry
m Front carrier bars: included
2 depth options (600 mm, 800 mm) Rear carrier bars:  option (ordered separately)
2 width options (600 mm, 800 mm) Mounting kit: included
Depth adjustable 19" carrier bars Earthing kit: option (ordered separately)
Removable front door
Removable rear and side walls
Front door can be mounted left or right handed
Front door opened by 130 degrees
Supplied fully assembled, ready to use
Flat packed delivery - optionally
(assembly time up to 30 min.)
Accessories can be easily added or changed
Load capacity up to 600 kg
Universal roof feature - can accommodate 4 fans
] — =
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FREESTANDING CABINETS
1.1 VPR STANDARD CABINETS m

Freestanding cabinets: VPR Standard Cabinets

u
Operational Width Depth Front glass door Front steel door
Height [mm] [mm] (full side walls) (full side walls)
600 VPR-45-0606-G-11-1 VPR-45-0606-S-11-1
45U o0 800 VPR-45-0608-G-11-1 VPR-45-0608-S-11-1
800 800 VPR-45-0808-G-11-1 VPR-45-0808-S-11-1
600 VPR-42-0606-G-11-1 VPR-42-0606-S-11-1
42U o0 800 VPR-42-0608-G-11-1 VPR-42-0608-S-11-1
800 800 VPR-42-0808-G-11-1 VPR-42-0808-S-11-1
_ 600 VPR-36-0606-G-11-1 VPR-36-0606-S-11-1
36U 800 VPR-36-0608-G-11-1 VPR-36-0608-S-11-1
800 800 VPR-36-0808-G-11-1 VPR-36-0808-S-11-1
- 600 VPR-28-0606-G-11-1 VPR-28-0606-S-11-1
28U 800 VPR-28-0608-G-11-1 VPR-28-0608-S-11-1
800 800 VPR-28-0808-G-11-1 VPR-28-0808-S-11-1
600 600 VPR-24-0606-G-11-1 VPR-24-0606-S-11-1
24U 800 VPR-24-0608-G-11-1 VPR-24-0608-S-11-1
800 800 VPR-24-0808-G-11-1 VPR-24-0808-S-11-1
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brand of PAREO POLSKA

PAREO POLSKA

Manufacturing Facility ZPPL-O :
BOROWA 465
39-305 BOROWA / POLAND

System Integration Facility ZPPL-1 :
BOROWA 104 / 4
39-305 BOROWA / POLAND

Manufacturing Facility ZPPL-2 :
BOROWA 104 / 5
39-305 BOROWA / POLAND

Tel.: +48 (0) 17 583 13 52
Tel.: +48 (0) 17 581 53 41
Fax: +48 (0) 17 583 13 52

http:// www.PAREO-POLSKA.com
e-mail: infFo@PAREO-POLSKA.com




